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ELEVATION OF PARAPET

36" Aluminum sheets welded
ASTM: B209 Alloy 6061-T6

NOTES

Class SI concrete shall be used throughout for cast-in-place option.
All exposed edges shall be chamfered 3"

or Aluminum extrusions 0~ L2 Class SI concrete; reinforcement bars, epoxy coated; threaded anchor rods:
ASTM: B221 Alloy 6061-T6 ‘ L' PJF and all other accessories needed for installation and erection shall
) N gl | 3,00 be included in the cost of "Retrofit Concrete Parapet’.
B X 4 X 67 Fabric Pad E\] 47 2l Y The contractor shall use the capsule or the adhesive cartridge type anchor rods
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. y - had 1 S The existing 3" and 1" welded studs shall be burned, sawed or chipped off
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N -/ g N W_ v <, per foot (ft) of "Retrofit Concrete Parapet”.
N Be v x 2 slot o g4 ! * Epoxy grout d(E) bars In 6" (min.) drilled holes according to Section 584 of the
hoie in Alum. P | s J Standard Specifications.
1457 X 1" Top P /3/5 X 3L ;‘3 *g //
487 X b Web P slot hole in L NN - / i 57 REBAR LIST
- €3,°6 H.S. bolf with 2 washers & coox / \ (FOR INFORMATION ONLY)
3 pop i 2 o SECTION A-A e 3 ) o
6 locknut. Drill S "¢ holes in S 5 / = Bar __ No. | Size ~ length | Shape
K ] web in field. = / \\ =~ aE) 32 %4 o0 | ——
; J' L B { | s ar(E) 64 #4 : 187-8" | e |
TR meyely N : / (E) 16 #4 | 14-9" | ——
N -l— Q Web “f ! I - / 2 azl
I .
f yown A | - o A
8 E ] 1 L -
Bent P € 3% Stainless Steel Bolf SECTION B-B BAR d, (E)
rv—«L - with 2 Washers & Locknut p |
. . Non-staining gray one component R b Reinforcement Bars,
N M2 xd BBojz‘om f?u 107 non-sag elastomeric gun grade e Epoxy Coated Pound | 2,510
bed I6 " X 327 Slot Hole polyurethane sealant meeting the “‘l ~ N —— T
I ; requirements of ASTM C-920, N
l_’ 8" Fabric Pad _\ | Type S, Grade NS, Class 25, \ BILL OF MATERIAL
¢ | N Use T with a %" backer rod. L/ ‘ N I
| m - T Item Unit | Total
SECTION AT DRAIN Sy N . 5" Backer Rod — = - Bridge Raii Removal Foot 470
D) 5" (fyp) g B S < - -
: e & g" "” L N | 9 Floor Drain Extensions Each 2
) ] 2" Preformed Seif- ) p Retrofit Concrete Parapet Foot 470
K | U 1 %" (typ) J i Expanding Cork Joint Filler < : C —
/ according to Article 105107 | BAR d(E )
DESIGNED B.G.H. 1z 3| 37 o (_)f the Sfd‘, Spec. ?OS} [ 3 -
! Included with Retrofit . PARAPET DETAILS
CHECKED L.D.G. Concrete Parapet. ' } : FAL SEeTION COUNTY TOTAL TSHEET
DRAWN KM, SECTION C-C ,fiﬁfvif% - o SHEET NO. 4 | RTE. | 777 SHEETS| NO.
64 82-(8,9,100RS-3 ST. CLAIR 8 65
el L JOINT DETAIL § SHEETS S.N. 082-0190 CONTRACT NO. 76855

FED. ROAD DIST. NO. _ iILLINOIS[FED. AID PROJECT

HENRY, MEISENHEIMER & GENDE, INC.

LAKE ROAD, P.O. BOX 70, CARLYLE, ILL. 62231, (618) 594-3711 WWW.HMGENGINEERS.COM




